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FIBER  12G-SDI

12G-SDI-Optical video conversion in a 
professional package. Can be fi tted with 
OpticalCON Duo, Quad, LC, ST or any D 
size fi bre connectors, with single mode 
or multi mode fi ber support.

Fiber destination point

12G-SDI 2160p 60

in

out

max supported signal

*  ST/DUO/QUAD 
(OPTIONAL)
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Zero-latency, HDMI 4K60 4:4:4 trans-
mission over 10G Ethernet Fiber using 
leading SDVoE technology, with 1G 
Ethernet auxiliary pass-thru.

Fiber

HDMI  FIBER

starting point

4k 2160p 60

*  DUO or QUAD 
(OPTIONAL)

1G

in

out

max supported signal
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FIBER  HDMI

Zero-latency, HDMI 4K60 4:4:4 trans-
mission over 10G Ethernet Fiber using 
leading SDVoE technology, with 1G 
Ethernet auxiliary pass-thru.

Fiber destination point

4k 2160p 60

*  DUO or QUAD 
(OPTIONAL)

1G

in

out

max supported signal
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HDBT Series



43

HDMI  HDBT

Transport 4K30 signals and Ethernet over 
up to 100 meters of CAT6 cable, with 
HDCP support, no compression and no 
latency, all with no external DC adapter.

HDBT

4k 2160p 30

starting point

100M

in

out

max supported signal
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HDBT  HDMI

Transport 4K30 signals and Ethernet over 
up to 100 meters of CAT6 cable, with 
HDCP support, no compression and no 
latency, all with no external DC adapter.

HDBT

4k 2160p 30

destination point

100M

in

out

max supported signal
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HDMI Series
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HDMI DA 1 : 4

Easy HDCP-compliant distribution of 
an HDMI source up to 4 destination at 
4K60, with automatic per-port downs-
caling for backwards compatibility with 
FHD destinations.

HDMI

4k 2160p 60

distribution amp.

in

out

max supported signal
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IP Series
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STREAMING SERVER

Hardware-based, FullHD HDMI or 3G en-
coding into H.264 for live broadcasting 
on the web to Facebook, YouTube or 
any other webcasting service - all with 
an easy web-based confi guration.

IP

control

starting point

3G 1080p 60

100M

in

out

max supported signal

or

NEW



4949



50

ARNO® strap

The woven polypropylene fabric of the Arno 
straps off ers a strong yet fl exible way to attach 
your converters to any setup. The slots in the 
housing are specially designed to ensure the 
strap maintains the device fully supported.
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C-Clamp (M10)

Rigging the converter is made easy with the 
use of a C-Clamp. Solidly attached to the M10 

built-in thread, it provides a safe hanging 
method and it will be a breeze to handle. No 
need to juggle with cable ties or messy tape.
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2 units3 units
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1 unit

Lightweight, stylish, and compact, Nanuk cases 
are perfect for carrying your xVision Converters 
in any environnement. Like all NANUK cases, 
those three models are impenetrable with their 
tough resin shell and PowerClaw latching system. 
Rugged and waterproof, it protects your gear like 
no other compact case can. Fitted with custom 
precision-cut foam, they will protect your invest-
ment for  years to come.

NANUK® Cases
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theatrixx.com/xvision

The Theatrixx Reversible Converter system is the natural extension 
of the award-winning xVision Converter line, now available in a 
modular rackmount format with the same processing quality and 
reliability that is the hallmark of the xVision brand. In a continuous 
eff ort by Theatrixx to eradicate unprofessional wall-warts from our 
industry, the modular design allows each system to be confi gured 
exactly as needed, and even reconfi gured on-the-fl y, with a host of 
modules available, featuring SDI, HDMI, Fiber, HDBaseT and more. 

8-Bay Reversible Converter


